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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

RESEARCH MEMORANDUM

FREE-FLIGHT AERODYNAMIC-HEATING DATA TO A MACH NUMBER
OF 15.5 ON A BLUNTED CONICAL NOSE WITH A TOTAL
ANGLE OF 29°

By William M. Bland, Jr., Charles B. Rumsey,
Dorothy B. Iee, and Ronald Kolenkiewlcz

SUMMARY

A filve-stage rocket-propelled model has been flown to a Mach nunmber
of 15.5 and a corresponding free-stream Reynolds number per foot of

1.88 x lO6 at an altitude of 98,200 feet. Temperstures were measured at
B8lx stations along the inside surface of a bHlunted conical nose with a
total angle of 29° which was fabricated from Inconel and was smoothly
polished. The maximum measured temperature was 2,470° F.

Maximum heat flux was sbout 1,000 Btu/(sec)(sq ft) at all tempera-
ture measuring stations except at the most forward and at the next-to~
last stations which had 700 and 1,650 Btu/(sec)(sq ft), respectively.

The experimental heat flux at the first temperature measuring station
agreed well with theoretical values obtained for laminar, equilibrium, -
dissociated flow, but the experimental values became increasingly greater
thaen the theoretical laminar-flow values at the more rearward temperature
meesuring stations.

When compared with Stanton numbers obtained from turbulent- and
laminasr-flow theorles by applyling perfect-gas relations, the experimental
Stanton numbers, likewise obtained by applying perfect-gas relations,
indicated that the flow was laminar at the two forward tempersture
measuring stations except at the second station near the end of the test.
Also, the flow at the other stations followed a pattern that indicated
the presence of laminsr flow that was interrupted by a burst of turbu-
lence, of transitional flow beginning at & free-stream Mach number and
Reynolds number per foot of 11.0 X lO6 and 1.4 X 106, respectively, and
of turbulent flow near the end of the test.

Extremely high Stanton numbers obtained at the end of the test when

the nose skin was close to the melting temperature are belleved to have
been caused by either nose dlstortion or surface disfiguration or both.
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2 CONFIDENTIAL NACA RM L57F28
INTRODUCTION "

The problems of aerodynamic heating and boundary-layer transition
on bodies moving at supersonic and hypersonic speeds are currently being
investigated by the Iangley Pilotless Aircraft Research Division by means
of techniques that utilize rocket-propelled models in free flight.
Results- of some recent filight tests which utilized four-stage-rocket
systems, first proved feasible by the test reported in reference 1, are
presented in reference 2 to a Mach number of—10.4 and in reference 3 to
a Mach number of 9.89. As a result of the pressing need to obtain aero-
dynemic heat-transfer data at even higher Mach numbers, a five-stage-
rocket system has recently been developed. The first results cbtained
with the five-stage-rocket system are reported in reference 4 to & Mach
number of 13.9.

Another Tlight test utldlizing the five-stage-rocket system has been
made to obtain aerodynamic heat-transfer data on a smoothly polished
blunted conical nosewith a total angle of 29°. These data are presented
herein for free-stream Mach numbers between 2.0 snd 15.5 corresponding to
free-gtream Reynolds numbers per foot between 0.25 X 100 and 1.88 x 106.
The flight test was conducted at the Langley Pilotless Aircraft Research
Station at Wallops Island, Va., on March 22, 1957. The fourth-stage
rocket motor (JATO, 1.52-KS-33,550,XM19 "Recruit") used in the present -
investigation was made available-by the U. S. Air Force.

SYMBOIS .

c. G. center of gravity

Cp -local skin-friction coefficient

cp specific heat of alr at constant pressure, Btu/(1b) (°F)
g gravitational constant, 32.2 £t/sec®
h local eerodjmemic heat=transfer coefficient, Btu/(sec)(sq £t)(°F)
M Mach number
N Stanton number

St ? gepoV
Np.. Prandtl number ) - :
g heat flux, Btu/(sec)(sq ft) x
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NACA RM L5TF28 CONFIDENTIAL 3

B

Reynolds number, EYE
1

temperature, OF except as noted

time, sec

velocity, ft/sec

distance alang nose surface from stagnation point, ft
emissivity

pressure coefficiept

total-pressure coefficient behind normal shock
semivertex angle of cone tangent to hemisphefe, deg
density of alr, slugs/cu ft

sbsolute viscosity of air, slugs/ft-sec

Subscripts:

aw

w

adisbatic wall

undisturbed free stream shead of model
stagnation

local condition just outslde boundary layer

wall

MODEL, INSTRUMENTATION, AND TEST TECHNIQUE

Model

The model, as shown in figure 1, was & body of revolution 67.3%6 inches

long haeving a blunted conical nose with a total angle of 299, a stepped
cylindricel midsection, and a conicel frustum at the tail with a total
angle of 20°.

The conical sldes and attached short cylindrical section of the nose

were febricated from 0.05-inch-thick Inconel that was closed at the front
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h CONFIDENTTIAT, NACA RM L5T7F28

end by =a. l/h inch-thick diek of Inconel. A layer of nickel was added to
the outside of the Inconel disk snd was then carefully machined to a
5/8 inch~radius hemisphere, thus msking the ratio of the nose radius to
the base radius equal to 0.25.

Installed inside the nose was a radiation shield, spaced 0.2 inch
from the inside surface of the skin, to protect instruments and equip-
ment from the high skin temperatures expected on the nose. This shield,
which was fabricated from 0.05-inch-thick Inconel, was insulated from
the external skin by a 1/16-inch-thick asbestos spacer at the front and
by a ring of l/8-inch thick insulating meterial at the rear of the short
cylindrical section. These and other detalls of the nose are shown in
flgure 2. : '

The forward cylindrical midsection, of double-wall constructiom,
housed most of the telemetering equipment. A short conlcal frustum
having & total angle of 20° joined the forward cylindrical section with
the larger rear section which contained the fifth-stege rocket motor.

Stgbilization of the model was achieved by a conical frustum having
& total angle of 20° attached to the réar of the model. In addition to
stebilizing the model, this frustum also served as an extenslon to the
rocket-motor nozzle.

A1l external surfaces of the model were polished, but particular
attention was given to polishing the hemispherical nose tip and the
nose cone since all the thermocouples instealled in the model measured
temperatures on the cone. As a result of careful polishing, measure-
ments indicated a surface roughness of 3 microinches on the hemispherical
nose tip, 5 mlcroinches on the nose cone, and no more than 9 microlnches
on the cylindricel portion of the nose section. Measurements were made
with a fringe-type interference microscope. =

Photographs of the blunted nose cone and of the complete model are
presented in figures 3 and 45 respectively.

Instrumentation

Meagurements by six thermocouples and five accelerometers were
transmlitted from the model during the £1light-by means of a six-channel
telemeter. The thermocouples, made-of no. 30 gage chromel-alumel wire,
were spot-welded to the inner surface of the Inconel skin at the stations
indicated in figure 2. Distances from the stagnation point-to each
thermocouple and skin thilcknesses measured at each thermocouple station
are also presented in figure 2.

CONFIDENTIAL



NACA RM L5TF28 CONFIDENTTIAL 5

Three constent voltages and outputs of each of the six thermocouples
were commutated and transmitted on one telemeter channel at rates of four
times -per second and eight times per second, respectively. The constant
voltages were chosen to be equivalent to the lowest, middle, and highest
tempersatures anticipated in order to serve as an Inflight check calibra-
tion of the thermocouple-telemetering system.

Each of the remasining five telemeter channels was used to transmit
continuous measurements of one of five accelerometers: three measured
longitudinal sccelerations, one measured transverse scceleration, and
one measured normal acceleration. These accelerometers were calibrated
in gravitetional units for the following ranges in which the positive
values indicate thrust or positive force acting on the model:

Two longitudinal accelerometers . . « . « + « = ¢« « « « « » =25 1t0 140
One longitudinal accelerometer . . . ¢« ¢ ¢« & ¢ ¢ & o« o & & -4 to 1
Transverse and normal accelerometers . . . « « ¢ « ¢ « « & -25 to 25

Other instrumentation consisted of ground-based radar units for
measuring model velocity and For obtalining the position of the model in
space., The velocity measuring unit tracked the model until the range
became too great at gbout 24 seconds. For times thereafter, velocity
was obtained by integrating the longltudinal-accelerometer measurements.
Atmospheric conditions and wind data were measured to an altitude of
about 103,600 feet by a rawinsonde carried aloft by a balloon which was
tracked by a modified radar unit. These measurements were made at the
altitude of the high-speed portion of the flight within approximately
15 minutes of the flight.

Test Technlque

The desired performance was attained by using a five-stage propulsion
system consisting of solid-fuel rocket motors. The model, which contained
one of the rocket motors, and the four booster stages are shown in fig-
ure 5 as they appeared on the lsuncher. Characteristlics of the rocket
motors are presented in table I. )

The model-booster combination was launched at an angle of T4© agbove
the horizontal. The first two stages, in delayed sequence, were used to
propel the remaining stages along a trajectory that reached a peak alti-
tude of about 98,200 feet. Near the summit of the trajectory the remaining
three propulsion stages were used in rapid sequence to accelerate the model
to its maximum velocity along a flight path inclined slightly above the
horizontal.

CONFIDENTIAL



6 CONFIDENTTAL NACA RM L57F28
ACCURACY

The measured temperatures are believed to be accurate within 1 per-
cent of the full-scale range of the thermocouples. Therefore, any skin-
temperature measurement is believed to be accurate within +24° F,

The possible errar in Maech number at the time of thlird-stage ignition
1s estimated to be +0.10. Because of the method of data reduction used,
the possible error in Mach number accumulated during the acceleration of
the last three stages and amounted to about +£0.15. Therefore, the Mach
number at the end of the test is believed to be accurate within +0.25.

RESULTS AND DISCUSSION

Flight Test

The trajectory followed by the model until the time the telemeter
slgnal ceased, near burnout of the fifth-stage rocket motor, is presented
in figure 6. Times of significant events are Indicated on the trajectory.
Performance of the model and stmospherlc conditions encountered during
the flight test are presented asgalnst time from teke-off in figures 7,

8, and 9. A maximum Mach number of 15.5 was attained at an altitude of
98,200 feet when the telemeter signal ceased, 92.3 seconds after take-off.
At this time, the rocket motor was stiil providing thrust to accelerate

the model at approximately 590 ft/sec?.

Skin Temperatures

Time historles of the temperatures measured on the inside surface
of the skin at each of the six temperature measuring stations are pre-
sented in figure 10 faor the time interval between 85 and 92.% seconds.
The measured. tempereture increased during this interval, particularly
neax the end of the flight test when the Mach number was approaching its
maximum value. Maximum measured ingide skin temperatutres, beglnning
with the measurement at thermocouple station 1 and proceeding rearward
in order, were 1,757° F, 2,025° F, 1,975° F, 2,130° F, 2,470° F, and
1 760 F. Since the thermocouple outputs wvere commutated, in order from
station 1l, the temperatures were not measured simultaneously; this explains
the large difference in maximum temperatures between station 5, which was
the last station measured, and station 6. The rate of change of tempera-
ture at station 5 at 92.2 seconds was 5,293° F per second. An unpublished
computational method was used to calculate the temperature difference
through the Inconel skin so that the outside skin temperatures, presented

CONFIDENTIAL
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in figure 11, could be determined. Temperature differences through the
skin of several hundred degrees were calculated near the end of the test.
The resulting outside skin temperatures corresponding to the maximum
temperatures measured on the inside surface are 2,150o F, 2,&390 F,
2,431° F, greater than 2,500° F¥, greater than 2,500° ¥¥, and 2,117° F,
respectively. The magnitude of these maximum temperatures indicates
that the melting tempersture of Inconel, 2,5000 F, was reached on the
surface and was closely spproached on the inside of the skin at the end
of the flight test.

Heat-Transfer Data

Time histories of the net heat flux to the nose skin are presented
in figure 12. Net heat flux is the gross (total) aerodynamic heat trans-
ferred to the skin minus the heat lost by radiation. Maximum values of
the order of 1,000 Btu/(sec)(sq ft) were obtained at most stations except
for station 1 which had a maximum heat flux of 70O Btu/(sec)(sq ft) and
for station 5 which had a maximum heat flux of about 1,650 Btu/(sec)(sq ft).
These values of heat flux were calculated by using the time rate of
change of the average skin temperature (average between measured inside
temperatures and the outside skin temperatures). Values of the heat flux
at station 1 obtained by using the time rate of change of the temperature
of the inside wall are also presented (fig. 12(g)) to illustrate by
comparison with the values in figure 12(a) the small differences in heat
flux involved, which were less than 10 percent of the instentaneous heat
flux.

Since these net heat-flux values differ from the gross heat-flux
values because of external- and internal-rediastion heat losses by only
about 3 percent, they were considered satisfactory for comparison with
theoretical values. Therefore, the net heat flux at each temperature
meagsuring station for a portion of the flight-test period is compared in
figure 13 with theoretical values that include dissociation effects.
Theoretical stagnation-point hest-flux values were obtained by assuming
laminar flow and dissociation equilibrium behind a normal shock (ref. 5)
for a Lewis number of 1.0. Material from reference 6 was used to modify
the stagnation-point values for different positions along the cone.
Agreement between experimental and theoretical laminar-flow values was
good at the temperature measuring station nearest the nose. At the more
rearward thermocouple stations the experimental values became progres-
sively higher than the theoreticel values for laminar flow.

The experimenteal heet-flux values were further reduced to aerodynamic
heat-transfer coefficients by the heat-balance relation in reference 2

*¥3ince the calculations do not account for changes in state, indi-
cated outside skin temperatures greater than the melting tempersture of
Inconel sre presented as the melting tempersture.

CONFIDENTTAL
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which has provisions for external- and internal-radiation hest losses.
The variation of emigslvity of Inconel with temperature (ref. 7) 18
presented In figure 14. The emissivity of unoxidized Inconel was used
in caleculating external and internal radiation until the emissivity of
the unoxidized Inconel equalled that of the oxidized Inconel, and then
the emissivity of-oxidized Inconel was used. BEmissivity values above
2,000o F were obtained by linear extrapolation of the experimental data.
The serodynemic heat-transfer coefficlents were nondimensionalized to
obtain the Stanton number. Throughout this procedure-air was treated
as a perfect gas; the ratio of specific heats was used as 1l.4; the
specific heat at constant pressure was used as 0.24 Btu/(lb)(éF the
Prandtl number was held constant at 0.75; and the viscoslty was dbtained

by _ Tl 0.76
from the relation —=* o (ref. 8). Iocal-flow conditions along
Ho 2
the conical surface were calculated by using the tsbles of reference 8
and by applying the modifled Newtonian theory to determine surface pres-
sure. The modified Newtomnlan theory, which agreed well with experiment
for a hemisphere at a Mach number of 6.8 in reference 9, was expressed
as CP = Cp £ sin Time histories of the calculated ratios of local—

flow conditions to free-stream-flow conditions are presented in figure 15

Calculated stagnation temperatures obtalned from the relation
-1 2
T‘t=Too<l+72 Moo)

and adisbatic-wall temperatures obtained from the relztion

Tow = NPrl/e(Tt - Tz) + T,

aw

are presented in figure 16. The stagnation temperature and the adisbatic-
wall tempersture reached msximum values of 20,081° F and 18, 612° F,
respectively, at the end of the flight test. The recovery factor was

held constant at N?rl/2 throughout these calculations.

Stanton numbers at each temperature measuring station are presented
ag time histories in figure 17 and begin at the time that-the heat flux
exceeded 1 Btu/(sec)(sq £t). The heat flux remained very low until about
88.4 seconds, as indicated by the slope of the temperature time histories
in figures 10 and 11. Values of Stanton number calculated during the time
of very low heat flux are subject to large possible errors; therefore, the
only function of those values presented before 88.L seconds is to indicate

CONFIDENTIAL
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the general magnitude of the Stanton number. The remaining discussion
of experimental date pertains to times later than 88.L4 seconds (M=~ 4.T).

Three sets of theoretical Stanton numbers are also included in fig-
ure 17 for comparison with experimenteal values. Values of the local
skin-friction coefflicient from Van Driest's turbulent flst-plate theory
using the Von Kérmén mixing-length expression were obtained by use of
the method and charts of reference 10 and were converted to values of
Stanton number by the Reynolds anslogy relation

Ns.t = 0 . 6Cf

as suggested in reference 11.

The theory of Van Driest (ref. 12) was then applied to calculate
Stenton numbers for laminer flow. The flat-plate Stanton numbers were
modified by multiplying them by \3 %o cbtain Stanton numbers along the

cennienol cn-n«-F'nnn Becguge of the sghsence of n-nnnn"h i nformatiomn on the
Nt Nt ol N s e Gl e @ et N s o VAR N Nk L7 A= (=S e A oo Nl e e Vo e ALIEs VD ey, Nt L A T LS 2 ¥ Ay

thermal properties of air at the high local temperatures encountered
during the test, up to 9,200° F, the local Mach number, Reynolds number
(based on distance from the stagnation point), and temperature spplied
to obtain theoretical Stanton numbers from the theorlies of Van Driest
were calculated by assumlng that the air behaved as a perfect gas (as
previously noted).

Additional theoretical values of Stanton number for laminar flow,
obtained by reducing the theoretical heat-flux values presented in fig-
ure 13 (cbtained from refs. 5 and 6) in the menner used to reduce the
experimentel values, are also presented in figure 17. These values dif-
fered from the values cbtalned from the Van Drilest laminer-flow theory,
being only sbout three-fifths as large at the forward temperature measuring
station (station 1). It may be noted, however, that the agreement between
the laminar-flow theories lmproved as the distance from the stagnation
point increased.

A comparison between experimental and theoretical Stanton numbers
indlcates that, in genersl, the flow along the conlcal nose was leminar
until near the end of the test, with the exception of a burst of turbu-
lence occurring at stations 3, 4, 5, and 6. The maximum values during
the burst of turbulence were attained as the propellant in the fourth-
gtage rocket motor was ignited at 88.6 seconds at which the free-stream
Mach number was 4.7 and the free-stream Reynolds number per foot was

0.603 x 10°.

At the forward temperature meassuring stetion (station 1), laminar
flow existed durlng the entire time of the test as indicated by-the

CONFIDENTTIAL
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agreement between experimental and theoretical leminar-flow values from
references 5 and 6. TFree-stream Mach nunber and Reynolds number per foot

incressed to maximum values of 15.5 and 1.884 X 106, respectively, at
the end of the test.

'The flow at the second temperature measuring station was laminar
until near the end of the tést when the experimental Stanton numbers
increased repidly to the theoretical turbulent level.

Flow behavior at stations 3 to 6 was similar. After the burst of
turbulence, previcusly mentioned, the flow at each station returned for
a short time to gbout the laminar-flow level predicted for the cone by
flat=plate theory. At sbout §90.5 seconds, the time when the propellant
in the fifth-stage rocket motor was ignited, the flow was transitional
with free-stream Mach number and Reynolds number per foot of 11.0 and -

1.4500 x 106, respectively. Soon afiter, the flow became turbulent for
the rest of the flight test.

Extremely high values of Stanton number are indicated for most of
the temperature measuring stations at the very end of the test. The
experimental tempersature measurements from which these high Stanton
numbers were obtained appesred correct; however, other factors could
possibly contribute to these high values. Inside and outside skin
temperatures indicate that the nose was very near its melting tempera-
ture on the inside and probebly was melting on the outside. Under thesc
conditions 1t is conceivable that by the end of the flight test the nose
skin had distorted under the influence of aerodynamic loads, thus changing
the local corndltions, and that either some of the nose materisl had melted
or otherwlse been lost or both. Loss of material would be reflected
through the heat-balance relation ags an apparent increase in the local
heat transferred to the nose.

The local Stanton numbers could also be affected by a change in
flow symmetry because of an angle of attack. Accelerometers mounted
near the center of gravity of the model measured accelerations resulting
from external forces acting on the model 90C gpart in a position normel
to the model center line. With these measurements, the resultant angle
of attack has been estimated to have been a maximum of 15° at fifth-stage
ignition. The angle of-attack then decreased until near the end of the
test when it reached an estimated 8.5° at +t = 92.1 seconds. At the end
of the test the angle of attack was about 10°. These angles of attack,
which existed to some extent throughout the fifth-stage burning, were
unanticipated because of the symmetry of the model. Orientation of the
thermocouples with the calculated relative wind vector indicated that the
line of thermocouples was not directly on the windward side but—oscillated
mostly in a range between 30° and 45° from the windward side during fifth-
stage burning. -

CONFIDENTTAL
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Although not conclusive, preliminary unpublished test results 1ndi-
cate that transition can possibly be started on bodies in hypersonic

flight at angles of attack at locations 30° to LO® awsy from the windward

side. This could possibly explaln why transition occurred at 90.5 seconds
at most of the temperature measuring stations.

CONCLUDING REMARKS

Temperature measurements have been made on the inside surface of a
blunted conical nose wilth a total angle of 29° that was tested on a
rocket-propelled model which was flown to a meximum free-stream Mach
number of 15.5 at an altitude of 98,200 feet. The temperature measure-
ments were made at six stations along the inside surface of the cone,
which was fabricated from Inconel, and reached a maximum tempersture
of 2,470° F at the end of the test.

Maximum heat flux was sbout 1,000 Btu/(sec)(sq ft) at all tempera-
ture measuring stations except at the most forward and the next-to-last
stations which had 700 and 1,650 Btu/(sec)(sq ft), respectively. The
experimental heat flux at the first temperature meassuring station agreed
well with theoretical values obtained for laminar, equilibrium, dissoci-
ated flow, but the experimental values became increasingly greater than
the theoretical values at the more rearward temperature measuring stations.

When compared with Stanton numbers obtained from turbulent- and
laminer-flow theories by applying perfect-gas relations, the experimental
Stanton numbers, likewise obtained by applylng perfect-gas relations,
indicated that the flow was laminar at the two forward tempersture measg-
uring stations except at the second station near the end of the test.
Also, the flow at the other stations followed a pattern that indicated
the presence of laminar flow that was interrupted by a burst of turbu-
lence, of transitional flow beginning at a free-stream Mach number and

Reynolds number per foot of 11.0 and 1.h X 106, respectively, and of
turbulent flow near the end of the test.

CONFIDENTIAL
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Extremely high Stanton numbers obtained at the end of the test when
the nose skin was close to the melting temperature are belleved to have
been caused by either nose distortion or surface disfiguration or both.

Langley Aeronautical Laboratory,
Nationel Advisory Committee for Aeroneutics,
Langley Fleld, Va., June 17, 195T7.
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CHARACTERISTICS CF ROCKET MOTORS USED IN TEST

TABLE T

. Average Burning
Motor Propellant] Motor Stage Combingtion .
Stege|  gesignetion  |weight, Iblweight, 1bjweight, Iblweight, 1b ﬂn‘“‘z:5 ib t’-m‘?;)“c
1 M6 JATO 2,050.0 | 3,874 4,099 7,156 83,300 b4
"Honest John"
2 M5 JATO 740.0 | 1,180 1,312 3,057 15,000 3.1
"Tke"
3 M5 JATO T40.0 1,180 1,28% 1,745 45,000 3.1
"Nike"
i JATO, 268.0 355 393 Lé2 3l , 640 1.5
- }1.52-KS8-33,550,XM19 '
"Recrult"
5 JATO, 3.6 46 69 Y6g b, 560 1.6
1. 52-Ks-4800-T55

8From manufacturer's specifications.
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9.0 Dia
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- 58,76
- 275 -
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4
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“"as telemeter antenna ’So L
@
< 30,97 ——> 3
5)4-1,4' >

Figure 1.~ Sketch of model (fifth stage).

- L.¢.0 p1a ‘l'

Prustum of 20° total~angle cone

Dimensions are in lnches.
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0.0% thick Inconel
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Figure 12.- Net heat flux plotted agasinst time.
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(b) Station 2 based on average temperature.

Figure 12.- Continued.
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Figure 12.- Continued.

CONFIDENTTAT,

ol



%2

a4, Btu/(sec)(sq ft)

CONFIDENTIAL ; NACA RM LSTF28

600 EEE—=———————r———r—-r——t"0
=EE

[l
.
|
|
1
):
N |}
e
] |l .
i
b

I~
(@]
(@)

i
il
1|1
1
ll

200 =

100 £ S = == _?_ o = = —_:_ e :,_.__..-.__._.-—____.

8l 86 88 90 92 ol

t, sec

(d) Station 4 basged on average température,

Figure_12.~ Continued.

CONFIDENTIAL



NACA RM L57F28 ' CONFIDENTTAL

33

2000

1000 = . . -
800
600 =ttt i +—H 11— 1
LI_OO ' EES== = = =
200 Z
iy
100 Lelkbl = = = =
E 80 _—— : — = — = =‘F:-.Z-- ‘. = T_
~ 60 EEE=== : : SS—==————--= ==
L o e o s e s T e ) s S et Bt s S s e o o e e o S S o S o o o S A o s e S e S S s S e oo ] s e S e s o
3 h_ e _'-ﬁ.:f = —fn— = =
~— 0 = S s e . = = = = —
} = —__ —— '—- ——
-+
/M
- 20 7
D.. r 4
¥ 4
19 == = =EEIR
8 = == SE == et
6 =t = ¥ =
l = =

8l 86 88 90 92

t, sec

(e) Station 5 based on average tempersture.

Figure 12.- Continued.

CONFIDENTTAT,

ol



3k

2000

1000
800

600
1,00

200

100

@
(@}

60
Lo

9, Btu/{sec)(sq ft)

20

CONFIDENTTAL NACA RM L57F28

= = = = P N e =
u; = mefss = i =B
= Ed=E=E ey B
Vi
P -
-
e = = — % = === e =F —_— = =3 - = B
3 = = = e = = o= = %
= o s B = = —— G = B
== t3= == i
= =t E F - =
== 3
EE S e R e DR = Ha= s I SRR o

I

8L 86 88 90 92 oL

t, sec

(f) Station 6 based on average tempersture.

Figure 12.- Continued.

CONFIDENTTIAT



NACA RM L57F28 CONFIDENTTAL 35

1000 SELSnEEsSEssnsssSompmen L
800 E==
600 :

2 £ IS
l .
8L 86 88 90 92 9k

t, sec

(g) Station 1 based on inside temperature.

Figure 12.- Concluded.

CONFTDENTIAL



36 CONFIDENTIAL NACA RM L5TF28

g station 1 J{7 ﬂ 9 J: statton 2 [I] -Btation 3
) L R ng 1. ] L .

T

.
.
)
g
o
-]
"
'I-.
i B
=
o
S
1
11

T
i

t

-

200 HHr

T
H
13
i
i}
T
[1
I}
T
I
1
<
-
1}
T
1
i

T
1
T
T
ll
na
mow!
T
-
i
e
i
1
Y
T
")
T
1T
—
e

160 4dddsiaakis

4, Btu/(sec) (sq ft)
T
T
[}
T
3
T
= Sy
nd
i
i
[]

it g & HHE DRI i
120 L i : P
Laminer theory: m 1y Avyy SHTEHT '/“

{refs. 5 amxd 6} " o w o .

R b e T Jishd U
8o AT H e - - T THAEH
o : i HE AT T

o s FF L 1
i HH i L T

o

[
(111
H-r

28a TTTT 1T = 17 L ERARERNEE] 1 [T TTTTTYTT - T
Statfon b HH = [ stetion 5 . EHLEEEETH station 63 [ LEE
jadxgdainbassh u C1H 31 r=dadE5
240 H 13 T gisunnunl Eund ki gin gany
1H  HH 11
»u L1l L §.
H-C H BRENR. (1L e
I aaRubyRaxE e sility H I3 H
200 : e 3 i H
= EaxBon . sxaniigidiyy
(= T T
o o K [ L ET [ C)
L) il I I T HUTH Il ud -
= 160 FHHH T H :
F} 2EgmEde HH T EaEzgafanas b1 T o
% H 1 '\:ﬂ‘j 1 [T 11 1 D - ] 1
e 8 114 h £2 Sxmphandnlgday 11 2 T
S 120 HH L ¥ H 1 1
aaliw ! HE T H b I
AT R L 1[‘ = a3k 1 " H
ma g mWy waNLinE -
PR TEET H fH H 1 - ]
8 s 1] : ] 1 wWimm 31 J114
] PP 3 F R N A
H- : 11 E i iaerdnkd
o PO L wdy§as glayakisgdy niZE§335
1 e mxw b X5 nEbguns FTHT
Lo e - - -
HrE L i tHHT i gukangdls
] u Ry 11111 114 LI L. 'L_ . Ire T ]
L i : ] L
1 Lit ; 1l Aikyus Nd &
o £ 1 3

86 88 90 92 86 88 99 92 86 i} 90 92

t, sec t, seo t, sec

Flgure.13.- Comparison of experimental and theoretical heat flux based
on laminer dissociated flow (refs. 5 and 6).

CONFIDENTIAL



TVILLNETTINGD

Emlssivity of Inoonel, €

.6

5

2

I|I||Ill||IIlIII:IIIIIIIIlI’IIIIII
Fmissivity from ref. 7
] ——— ——= Extrapolation
1
; oxidized u === En
a8 ] y
[
H
- i
¥
2
Unoxidized EREE=Z i
1
200 Loo . 600 goo 1000 1200 1400 1600 1800 2000

Tempersaturs, °F

Figure 14.- Variation of emlssivity of Inconel with temperature.

G2aLET W VOVN

TVILNHIT ANOD

ig



%8 - CONFIDENTIAL ' NACA RM L57F28

24
BN K E THH
s NEEP SRR A
HH FHHH H T
20 H E
Cry | »
Fi H ua
16 H aus : - T
u u 4 ] [T EE
T FHTHRH H Nu 1
Teo 12 H JHITH = []
y.
i ]
8
b NN YY
H 1]
Iy amnx it
ua 11 T" [ ]
o H
1.2 E]
1.0 R RANEERAmRREEA S NN ' T
52 5 a: T H
- H 7 )]
EREERAN
i : L
Heo 8 i Vi t-‘
vy N H ns = Voo LE
Voo ) H - THH
Py 6 :
[ -
2 1 H
: -
Rex & H :
& & e
(111
2 = T (]
o
| R o
=L
. 1 %
85 86 a7 T 88 89 90 91 92 B
t, sec
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CONFIDENTIAL



NACA BM L5T7F28 CONFIDENTIAT, 39

100x103 i
80 e T
€0 =Sk e -t
EEmeeetote — — Taw
o = =
20 ' >
10 2522 = == —tecrr 2
8 = = = =
6 -.+. —— 11— = —— e |
T.’ OR :.:: ---: -:: == = = =
2 22
1 Eeopiierat
8 EEE=E=EE=
.6 E::—.|‘|‘\4-Ll--%::f{::—:::l....i‘r#l...l- ——
Sesore: :
gy
.2
o1
85 87 89 91 93
t, sec

Figure 16.- Time histories of stagnation temperature and asdisbatic-wall
temperature based on perfect-gas relations. Np,. = 0.75.
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Filgure 17.- Time histories of experimental and theoretical Stanton
numbers.
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(d) Temperature measuring station k.

Figure 17.- Continued.
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Figure 17.- Concluded.
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